




















to help prevent the spread of invasive plant diseases and weeds threatening our native 
plants, animals and ecosystems' (Commonwealth of Australia 2015). 

43) The applicant must store any machinery, equipment or materials required for the activity 
in existing cleared areas or areas determined to be cleared in accordance with the REF. 

44) At all times that the activity is not being undertaken, machinery, vehicles and equipment 

comply with industry noise, emission standards and guidelines. 

46) All vehicles transporting waste or other must cover loads during transportation. 

47) Wind erosion and dust generation will be monitored onsite. If dust generation exceeds 
environmental or safety standards works are to cease until control measures are 
adequately in place, such as the use of water carts to suppress dust. 

48) Vehicle movements and adequate speed restrictions of 40km remain to control dust 
generation, reduce risk of accelerated erosion, reduce noise and ensure limited likelihood 
of animal vehicle strict. 

49) All hazardous liquids, chemicals and materials are to be stored in a secure location and 
manner. 

50) Refuelling and maintenance of machinery must be undertaken at least 100 m from any 
watercourse 

be adhered to.

or low-lying area. 

51) All safeguards/mitigation measures specified in section 10.1 of Yathong FPFA REF are to 

must be stored in a secure location with authorised access only. 

45) All vehicles and machinery on site must be maintained in working order and remain 

Wildfire preparedness, prevention, and response 

52) A bushfire preparedness, prevention and response plan specific to the proposed activity 
must be approved by NPWS prior to commencement of the activity. This plan must 
specify control mechanisms to minimise the risk of a wildfire starting in the nature reserve 
as a result of the proposed activity. A copy of the bushfire plan must be kept at each work 
site. 

54) If the Fire Danger Rating is High or above works associated with a sparking or ignition 
source are to be managed according to any direction issued by the Manager, NPWS 
Central West or their delegate and fire-fighting equipment with a minimum of 400L be 
present on site to extinguish fires. 

55) All work must cease when NSW RFS declare a Total Fire Ban or when Fire Danger rating 
reaches Extreme for Yathong Nature Reserve unless approved otherwise by West 
Branch Director or their delegate. 

53) Firefighting foams or gels can be used by fire appliances (including aircraft) with prior 
consent from NPWS Central West Area manager and in accordance with Yathong Nature 
Reserve fire management strategy 2014. 

POST ACTIVITY CONDITIONS 

Site Rehabilitation 

56) Within 7 days of any area being damaged by vehicular or other access to the site, the 
applicant must repair and rehabilitate such land to the satisfaction of the West Branch 
Director or delegate. 
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